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Filter efficiency: E10~H14 (EN1822)
Frame: Anodized aluminum alloy / Stainless steel
Thickness of frame: 50 / 70 / 80 / 90 /  110 (mm)
Media: Ultra-fine fiberglass / PP filter paper
Guard mesh: Painted steel expanded / Aluminum expanded
Apply to electronics, pharmaceutical industry, hospital, and the 
occasions required the high cleanliness terminal filtration

HMH 无隔板高效 / 亚高效过滤器
HMH Mini-pleat HEPA / EPA Filter

Filter efficiency: M6-F9 (EN779); E10~U16 (EN1822)
Frame: ABS plastic / Galvanized steel / Stainless steel
Thickness of frame: 292 mm
Media: Ultra-fine fiberglass / PP filter paper
Apply to air conditioning and cleaning equipments of high 
performance ventilation, usually apply in medium and terminal 
filtration in air-conditioning systems

Filter Efficiency: G3~F9 (EN779)
Frame: Galvanized steel / Aluminum alloy / Stainless steel / Plastic 
Thickness of frame: 21 / 25 / 45 (mm)
Media: Composite fabric of synthetic fiber 
Apply to the electronics, bio-pharmaceutical, mechanical, 
instrument, industry, as well as airport, subway and other public 
service places for general air purification systems

HMV 无隔板V型大风量过滤器
HMV V-bank High Capacity Filter

HTH 有隔板高效 / 亚高效过滤器
HTH Deep-pleat HEPA / EPA Filter

HBM 化纤袋式过滤器
HBM Synthetic Pocket Filter

Filter efficiency: M6~F9 (EN779); E10~H14 (EN1822)
Frame: Wood / Aluminum alloy / Galvanized steel / Stainless steel
Thickness of frame: 70 / 80 / 90 / 110 / 150 / 220 / 292 (mm)
Media: Ultra-fine fiberglass / PP filter paper
Apply to electronics, chemical, biopharmaceutical industry, and the 
occasions required the high cleanliness terminal filtration

Filter Efficiency: M5~F8 (EN779)
Frame: Galvanized steel / Aluminum alloy / Stainless steel
Thickness of frame: 21 / 25 / 45 (mm)
Media: Extremely detailed special fiberglass
 (UL-900 Class 2 approved)
Temperature: ≤200°C
Apply to the electronics, bio-pharmaceutical, mechanical, 
instrument, industry, as well as airport, subway and other 
public service places for general air purification systems

HBG 玻纤袋式过滤器
HBG Fiberglass Pocket Filter

Filter Efficiency: G3~M6 (EN779)

Frame: Galvanized steel / Aluminum alloy / Stainless steel / Plastic

Thickness of frame: 21 / 25 / 45 (mm)

Media: Polyester fibers (UL-900 Class 2 approved)

Mainly apply to pre-filtration for high-efficiency filter and room 

ventilation systems for fresh air filtration and public services such 

as airports, subways, and large shopping places

HBP 不织布袋式过滤器
HBP Non-Woven Pocket Filter

Filter efficiency: M5~F9 (EN779)
Frame: Galvanized steel / Stainless steel / Aluminum alloy / Plastic
Thickness of frame: 21/ 25 / 45 / 70 / 96 / 150 / 292 (mm)
Media: Polyester non-woven fabrics / Composite fabric 
of synthetic fiber
Apply to the electronics, bio-pharmaceutical, mechanical, 
instrument, industry, as well as airport, subway and other 
public service places for general air purification systems

HPM 折叠式中效过滤器
HPM Folded Medium Efficiency Filter

Filter efficiency: G3~M5 (EN779)
Frame: Galvanized steel / Stainless steel / 
Aluminum alloy / Plastic / Cardboard
Thickness of frame: 21 / 25 / 45 / 70 / 96 (mm)
Media: Polyester non-woven fabrics
Mainly apply to pre-filtration for high-efficiency filter and 
room ventilation systems for fresh air filtration and public 
services such as airports, subways, and large shopping places

Filter efficiency: G3~F5 (EN779)
Frame: Galvanized steel / Stainless steel / Aluminum alloy / 
Plastic / Cardboard
Thickness of frame: 7 / 10 / 15 / 21 / 25 / 46 / 96 (mm)
Media: Polyester non-woven fabrics
Apply to fresh air and return air filtration in the air system, 
prefiltration of partial filtration 
devices and public service places such as airports,subways 
and large shopping places

Protection: ≥IP42
Frame: Ultra-thin aluminum alloy 
Media: Polyamide monofilament fiber braided
Apply to pre-filter in ventilation systems of office buildings, 
conference rooms, hospitals, shopping malls, recreation centers, 
airports and other huge civil structure, as well as general factories 
and clean rooms

HPP 折叠式初效过滤器
HPP Folded Primary Filter

HPF 平板式初效空气过滤器
HPF Flat Primary Filter

HWN 可洗式尼龙式过滤器
HWN Nylon Washable Filter 

Frame: Stainless steel 316L

Media: Stainless steel 316L gas-liquid mesh 

Protecting motor and fanner equipments at oil field on the sea, 

suitable for protecting motors that operate on the sea or in areas 

with a lot of salt mist. Widely used in large kitchens, large machine 

tool processing plants, various hardware parts foundry, etc.

HWS 不锈钢气液除雾器
HWS Stainless Steel Demister

Media: Long coconut palm fiber 
Thickness: 30 / 50 (mm)
Apply to general coarse dust filtration system and dry coating 
engineering;
can be widely used in the exhaust system of painting booth, 
car paint booth, etc.; 
automobile spray booth, factory paint workshop, air conditioning 
duct filtration, 
condensate noise reduction, oil and water separation, sewage 
sludge treatment 
plant, water works, cooling tower, swimming pool, fish pond, 
breeding eggs, etc

HCFF 椰棕过滤网
HCFF Coconut Fiber Filter Media

HCAC 空气滤筒 / HCAC 锥形滤筒
HCAC Air Filter Cartridge / HCAC Conical Filter Cartridge

Filter efficiency: M6~F9 (EN779); E10~H13 (EN1822)

Media: Wood pulp paper, polyester paper, nano coating, PTFE 

membrane, glass fiber and chemical fiber oil absorbent felt, 

activated carbon cotton

Mainly used as pre-filter for high-precision filter's, general gas 

purification, dust collection and filtration; widely used in large 

kitchens, large machine tool processing plants, various hardware 

parts foundry, etc.

Filter efficiency: G3~M5 (EN779)

Frame: Stainless steel 316L / ABS plastic

Media: Anti-corrosion resistant material

As a pre-filter element for protecting motor and fanner 

equipments at oil field on the sea, suitable for protecting 

motors that operate on the sea or in areas with a lot of salt mist

HPS 初效盐雾空气过滤器
HPS Salt Mist Pre-filter

Filter efficiency: M6~F9 (EN779)

Frame: Stainless steel 316L / ABS plastic

Media: Anti-corrosion resistant material

As a medium efficeincy filter element for protecting motor and 

fanner equipments at oil field on the sea, suitable for protecting 

motors that operate on the sea or in areas with a lot of salt mist

HMS 中效盐雾空气过滤器
HMS  Salt Mist Medium Efficiency Air Filter

Filter efficiency: M6~F9 (EN779); E10~H14 (EN1822)

Frame: Stainless steel 316L / ABS plastic

Media: Special anti-corrosion resistant filter paper

As a final filter element for protecting motor and fanner 

equipments at oil field on the sea, suitable for protecting 

motors that operate on the sea or in areas with a lot of salt mist

HHS 高效 / 亚高效盐雾空气过滤器
HHS Salt Mist HEPA / EPA Filter

HACH V型活性炭空气过滤器
HACH V-bank Activated Carbon Filter

Filter fineness: 5μm

Frame: Galvanized steel / Stainless steel 

Media: Long fiberglass

Temperature: 200~300°C

Apply to large kitchen, large processing machine, all kinds of 

hardware parts foundry etc which with oil mist

HTO 有隔板油雾过滤器
HTO Deep-pleat Oil Mist Filter

Frame: Aluminum alloy / Stainless steel
Thickness: 10~95 mm
Media: Multi-layer composite metal mesh
Large civil building ventilation systems such as office buildings, 
conference rooms, hospitals, shopping malls, gymnasiums, 
airports, etc.; general factory centralized ventilation and air 
conditioning systems, primary filtration in centralized ventilation 
and air conditioning systems.widely used in large kitchens, 
large machine tool processing plants, various hardware parts 
foundry, etc

Adsorption efficiency: 90~95%
Frame: ABS plastic
Thickness: 292 mm
Media: Columnar activated carbon granule with a special chemical 
formula, designed for central air conditioning and centralized 
ventilation systems, it removes odors (stink) and harmful gases in 
the air; it can according to actual needs provide a variety of special 
activated carbon materials, such as for volatile organic compounds, 
acid or alkaline gases, formaldehyde, mercury vapor, radioactive gas

HWM 全金属除雾过滤器                      
HWM All-metal Demister

Adsorption efficiency: 90~95%
Frame: Galvanized steel / Stainless steel / Aluminum alloy 
Thickness: 21 / 25 / 46 (mm)
Media: Columnar activated carbon granule with a special chemical 
formula
It can be widely used in various ventilation systems such as fresh 
air purification and exhaust gas emission; it removes odors (stink) 
and harmful gases in the air; it can according to actual needs 
provide a variety of special activated carbon materials, such as 
for volatile organic compounds, acid or alkaline gases, 
formaldehyde, mercury vapor, radioactive gas

Adsorption efficiency: 90~95%

Frame: Galvanized steel / Stainless steel

Media: Columnar activated carbon granule with a special 

chemical formula

Suitable for industrial ventilation systems, it removes odors (stink) 

and harmful gases in the air; it can according to actual needs 

provide a variety of special activated carbon materials, such as 

volatile organic compounds, acid or alkaline gases, formaldehyde, 

mercury vapor, radioactive gas

HACF 平板式活性炭空气过滤器
HACF Flat Activated Carbon Filter

HACB 箱型活性炭空气过滤器
HACB Box-type Activated Carbon Filter

Adsorption efficiency: 90~95%

Cylinder material: Galvanized steel / Stainless steel

Media: Columnar activated carbon granule with a special 

chemical formula

Designed for commercial or industrial air conditioning and 

centralized ventilation systems, it removes odors (stink) and 

harmful gases in the air; it can according to actual needs provide 

a variety of special activated carbon materials, such as volatile 

organic compounds, acid or alkaline gases, formaldehyde, 

mercury vapor, radioactive gas

HACT 活性炭空气过滤筒
HACT Activated Carbon Filter Cylinder

HACP 折叠式活性炭过滤器
HACP Folded Activated Carbon Filter

Adsorption efficiency: 90~95%
Frame: Galvanized steel / Aluminum alloy / Stainless steel
Thickness: 25 / 45 / 95 (mm)
Media: Folded polyester non wovens soaked with activated carbon
Widely apply to various air conditioning ventilation systems, 
and it also has the functions of dust removal and odor absorption 
to improve indoor air quality

Adsorption efficiency: 90~95%
Frame: Galvanized / Aluminum alloy / ABS plastic
Thickness of frame: 21 / 25 / 45 (mm)
Media: Activated carbon fiber / Polyester nonwovens soaked 
with activated carbon
Widely used in various air conditioning ventilation systems, and it also 
has the functions of dust removal and odor absorption to improve 
indoor air quality.

HACD 袋式活性炭空气过滤网
HACD Activated Carbon Pocket Filter

Adsorption efficiency: 80~95%
Frame: ABS plastic
Thickness: 292 mm
Media: Composite material of sandwich activated carbon 
and/or chemical resin between fine synthetic fibers
Applicable to air conditioning ventilation system, adsorbing 
low concentration pollutants, sulfur dioxide, nitrogen dioxide, 
and both dust removal and decontamination gas function

HACV 化学树脂空气过滤器
HACV Mini-Pleat Chemical Resin Filter

HACM 干式高锰酸钾化学过滤器
HACM Potassium Permanganate Chemical Filter

Filter efficiency: M6~F9 (EN779); E10~H14 (EN1822)
Frame: Stainless steel
Media: Moisture-proof ultra-fine fiberglass paper imported from 
H&V co. in U.S.
Sealant: Silicon-free sealant imported from German
Filtered gas: Air, methanol, water vapor ternary gas; air, 
exhaust gas, methanol, water vapor quaternary gas
Temperature: 180°C
Apply in formaldehyde industry with silicon-free sealant,
the operation temperature can be up to 180°C, no volatile 
sealant replace commonly used silica as seal, filter can be 
used in 150~180°C continuously, which completely eliminating 
the electrolytic silver powder catalyst (silver catalyst) caused by 
the volatilization of the sealant poisoning and saving the use of 
air blowing before use

HCHO 甲醛高效过滤器
HCHO Formaldehyde High Efficiency Filter

Filter efficiency: M6~F9 (EN779); E10~H14 (EN1822)
Frame: Galvanized steel / Aluminum alloy
Thickness of frame: 25 / 46 / 70 / 80 / 90 / 110 (mm)
Temperature: 170-270°C
Media: Special fiberglass paper
Apply to ultra-clean oven, ultra-clean cleaning machine, chemical 
industry and other equipment and systems requiring 
high-temperature air purification

HMR 耐温无隔板过滤器
HMR Temperature Resistance Mini-pleat Filter

Adsorption efficiency: 80~95%
Frame: Galvaized steel / Stainless steel
Media: Potassium permanganate aluminum oxide
Applicable to air conditioning ventilation system, adsorbing low 
concentration pollutants, sulfur dioxide, nitrogen dioxide, and 
both dust removal and decontamination gas function

HVR 耐温无隔板V型过滤器
HVR Temperature Resistance V-bank High Capacity Filter

HTC 耐高温陶瓷胶过滤器
HTC High Temperature Resistance Ceramic Adhesive Filter

HTR 耐高温硅胶过滤器
HTR Temperature Resistance Silica Adhesive Filter

Filter efficiency: M6~F9 (EN779); E10~H14 (EN1822)
Frame: Galvanized steel / Stainless steel
Temperature: 100~270°C
Media: Special fiberglass paper
Mainly apply to  ultra-clean oven, ultra-clean cleaning 
machine, chemical industry and other equipment and 
systems requiring high-temperature air purification with 
large air volume

Filter efficiency: M6~F9 (EN779); E10~H14 (EN1822)
Frame: Stainless steel 
Temperature: 300~400°C
Media: Special fiberglass paper
Apply to ultra-clean ovens, ultra-clean cleaning machines, 
chemical industry and other equipment requiring ultra-high 
temperature air purification and system, temperature resistance 
requirements of more than 300°C

Filter efficiency: M6~F9 (EN779); E10~H14 (EN1822)
Temperature: 150~270°C
Frame: Stainless steel
Media: Special fiberglass paper
Apply to ultra-clean oven, ultra-clean cleaning machine, 
chemical industry and other equipment and systems requiring 
high-temperature air purification

Filter efficiency: G2~G4 (EN779)
Frame: Galvanized steel / Aluminum alloy
Temperature: 100~300°C
Meida: Long fiberglass / Special expanded high flux and low 
resistance polyester fiber
Apply to pre-filter for high-efficiency filters in hot air systems

HPR 耐温初效过滤器
HPR Temperature Resistance Primary Filter

HKF 过滤器安装框单元
HKF Filter Mounting Frame Unit
On the HKF mounting frame, most general ventilation filters as 
international common size can be installed, including filter series 
such as HMV, HBM, HBP, HPP, HACH, HACF, HACB, HACD, HACV 
etc,. by HEFIL


